COMPLIANCE STATUS OF CONDITIONS IMPOSED BY MINISTRY OF ENVIRONMENT & FORESTS

in Letter No. J-11011/179/2009-1A Il (1), dated 25.08.2009
(PERIOD: FROM 1°7 APRIL, 2017 TO 30™ SEPTEMBER, 2017)

SN SPECIFIC CONDITIONS COMPLIANCE STATUS

| No coal washery rejects and char based sponge iron | Prior permission from the State Govt. of
and captive power plant shall be installed without Chhattisgarh will be obtained for installation of coal
prior permission from the State Govt. of | washery rejects and char based sponge iron and
Chhattisgarh. captive power plant.

li Efforts shall be made to reduce RSPM levels in the | The following efforts are already taken to reduce
ambient air and a time bound action plan shall be | RSPM level in ambient air and emission levels at the
submitted. Continuous stack monitoring facilities for | time of establishment of the plant.
the entire stack shall be provided and sufficient air 1. Frequent water sprinkling by tankers at dust
pollution control devices viz. ESP, bag filters fume generating locations & internal roads, we
extraction system with cyclone etc. shall be provided also have established continuous water
to keep the emission levels below 100 mg/Nm3. At sprinkling system on roads of plant
no time the emission level go beyond the prescribed premises. It is being operated in regular
standards. Interlocking facility shall be provided so interval to control RSPM level in ambient
that process can be automatically stopped in case air.
emission level exceeds the limit. 2. Engagement of 2 nos. of mobile vacuum

cleaning van in all three shifts to clean the
road dust.

3. Concreting of all internal roads & raw
material stack yards.

4. The Electro Static Precipitator of adequate
capacity and design with efficiency not less
than 99.9% already installed to achieve
emission level within prescribed standard.

5. Provision of interlocking facility between
the Electro Static Precipitator and the
process unit to stop the Process
automatically in case emission level exceeds
the limit.

iii Electrostatic precipitator (ESP) shall be provided to | Separate Electrostatic Precipitators are provided
the sponge iron plant and rice husk (biomass) based exclusively to Sponge Iron Units and Biomass based
power plant to control the particulate emission | Power Plant. The ESP of Biomass based Power Plant
below 50 mg/ Nm3. Heat recuperator and a stack of | is connected with stack of height 74 meter and the
adequate height shall be provided to rolling mill for emission level of particulate matter is below 50 mg/
adequate dispersion of pollutants. Fume extraction | Nm?.
system with cyclone shall be provided to electric arc
furnace. Dust suppression system like fog type and | Rolling mill and arc furnace is not established yet.
mist water spray system shall be provided to
beatification plant. The SPM level from all the source
will be controlled within 50 mg/Nm3 as proposed.

iv In plant control measures for checking fugitive | ©  Four nos. monitoring stations are already

emissions from all the vulnerable sources shall be
provided. Bag filters shall be provided at kiln inlet

established in consultation with the board. The
monitored data are being submitted to CECB
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